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SECTION

SCORE JOINT (SJ)

EASED EXPOSED EDGES

4
"

6
"

HOLD FINISH GRADE OF TURF

AND MULCH 1/2" BELOW FINISH

GRADE OF PAVING.

#4 REBAR, 12" OC BOTH WAYS

EXPANSION JOINT (EJ)

CONCRETE

PAVING

3"

CLR

CLASS 2 AGGREGATE BASE,

95% COMPACTED MIN.

 SUBGRADE, UPPER 8"

COMPACTED 93% MIN.

NOTES:

1. CONCRETE PAVING WITH LIGHT SANDBLAST FINISH AND SAW-CUT

SCORE JOINTS, UNLESS OTHERWISE NOTED ON PLANS.

2. PROVIDE SCORE JOINTS (SJ) AND EXPANSION JOINTS (EJ) AS

SHOWN ON PLAN.

3. PROVIDE (EJ) MAX. 18' O.C. BOTH DIRECTIONS OR OTHERWISE

NOTED. INCLUDING ADJACENT TO BUILDING WALLS, FOOTINGS,

CURBS, & OTHER VERTICAL ELEMENTS.

2
"

SECTION

BRICK PAVER SEE SPECS.

1" BEDDING SAND

FLUSH

HOLD FINISH GRADE 1/2" BELOW

FINISH GRADE OF PAVING

CONCRETE GRADE BEAM

6"

MORTAR SET OVER GRADE BEAM

ADJACENT CONCRETE

PAVING

6
"

1 / 8 " SAND JOINT

#4 REBAR, CONTINUOUS

NOTES:

1. FINISH GRADE OF EACH

PAVER NOT TO EXCEED 1/8"

ABOVE ADJACENT PAVERS.

2. PREPARE SUBGRADE &

BASE MATERIAL PER

GEOTECH REPORT

AGGREGATE BASE,

SEE NOTES

COMPACTED SUBGRADE,

SEE NOTES

2'-0"

6
"

1
'
-
0
"

1/4"

12" EXPANSION SLEEVE, WAXED TO PREVENT

BONDING

#4 SMOOTH DOWEL, 18" LONG, 12" O.C.

PREMOLDED EXPANSION JOINT - CUT BACK

AS REQUIRED AFTER POUR

NOTES:

EXPANSION JOINT

SCORE JOINT

EPOXY COATED

1/4- SLAB DEPTH
1/8"

1.

2.

3.

PROVIDE EJ'S AT ALL CURBS,

WALLS, COLUMNS AND  SIMILAR

VERTICAL STRUCTURES.

EXPANSION JOINTS  SCORE

JOINTS AS SHOWN ON PLAN.

DOWEL IS TYPICAL AT ALL E-J'S

EXCEPT AGAINST WITH CURBS,

WALLS, COLUMNS OR SIMILAR

VERTICAL STRUCTURES, UNLESS

OTHERWISE NOTED ON THE

DRAWING.

TOOLED

EDGE 1/8"R

MAX., TYP.

SCORE JOINT

REBAR PER REQUIREMENT

ENLARGEMENT SECTION OF WALL FACE

SECTION

PLANTING

AREA

4" STONE CAP WITH SPLIT FACE FINISH EXPOSED

SIDES AND SAWCUT NON EXPOSED SIDES.

#4 REBAR 12"O.C MAX BOTH WAYS.  KEEP

3" CLEAR FROM CONCRETE SURFACE

PREPARE AND COMPACT SUBGRADE & BASE

MATERIAL PER GEOTECH REPORT, TYP.

STONE WITH SPLIT FACE FINISH AND

SAWCUT NON EXPOSED SIDES.

16"X8"X8" C.M.U. BACKING WALL

MASON TIES SPACED 24" O.C. MAX. BOTH SIDES

PARGE COAT CONCRETE W/ NEAT

CEMENT OR EQUAL

3

16

" JOINT WITH GROUT - SEE ENLARGEMENT

CAULKED EXPANSION JOINT,

COLOR TO MATCH CONCRETE

S.S. ALL THREAD 

1

2

" SET IN 1"

DRILL HOLE WITH CAULK

16"

1
'
-
3
"

HOLD GROUT

BACK 3/4" MIN.

3/16" JOINT,

TYP.

GROUT

3/4" MIN.,

TYP.

1
8
"

20"

REINFORCED CONCRETE FOOTING

2"

ADJACENT CONCRETE PAVING

ELEVATION

STONE CAP WITH SPLIT FACE FINISH AND SAWCUT NON EXPOSED

SIDES. 1-1/2" X 6" MIN. X 4" TYP. REFER TO SPECIFICATIONS

STONE WITH SPLIT FACE FINISH AND SAWCUT NON EXPOSED

SIDES. 1-1/2" X 6" MIN. X 3" TYP. REFER TO SPECIFICATIONS

STONE WITH SPLIT FACE FINISH AND SAWCUT NON EXPOSED

SIDES. 1-1/2" X 6" MIN. X 5" TYP. REFER TO SPECIFICATIONS

5
"

3
"

4
"

6
"

FINISH GRADE

STONE WITH SPLIT FACE FINISH AND SAWCUT

NON EXPOSED SIDES. 1 -1/2" X 6" MIN. X 8" TYP.

BOTTOM COURSE TO BE 2" BELOW FINISH GRADE.

REFER TO SPECIFICATIONS

HOLD TOP OF WALL LEVEL, TYP

1
8
"

WHERE VENEER OCCURS AT END CONDITION,

FILL VOIDS WITH GROUT,

TYP.

STONE CAP 18" X 6" MIN. X 4" @ END CONDITION

STONE SOLID BLOCK 18" X 6" MIN. X 3" @ END CONDITION

STONE SOLID BLOCK 18" X 6" MIN. X 5" @ END CONDITION

STONE SOLID BLOCK 18" X 6" MIN. X 8" @ END CONDITION

NOTE: HOLD BACK CONCRETE WALL TO ALLOW

FOR SOLID BLOCK ENDS

2" MIN. JOINT

OVERLAP

AXON OF END OF WALL CONDITION

STONE CAP 18" X 6" MIN. X 4"

@ END CONDITION

STONE SOLID BLOCK 18" X 6"

MIN. X 3" @ END CONDITION

STONE SOLID BLOCK 18" X 6"

MIN. X 5" @ END CONDITION

NOTE: HOLD BACK

CONCRETE WALL TO

ALLOW FOR SOLID BLOCK

ENDS

STONE SOLID BLOCK 18" X 6"

MIN. X 8" @ END CONDITION

1
8
"

20"

ELEVATION AT END OF WALL CONDITION

FINISH GRADE

3:1 SLOPE

PLANTING MATERIAL, SEE

PLANTING PLAN

2:1 SLOPE

COMPACTED FILL

1

CONCRETE PAVING

1 1/2"=1'-0"

2

CONCRETE PAVERS

1 1/2"=1'-0"

3

PAVING JOINTS

3"=1'-0"

6

STONE VENEER SEAT WALL

1 1/2"=1'-0"

4

STONE VENEER SEAT WALL

1 1/2"=1'-0"

5

STONE VENEER SEAT WALL

1 1/2"=1'-0"

7

TYPICAL LANDSCAPE BERM

3/4"=1'-0"



GRAPHIC SCALE: 1" = 8'

808
16



GRAPHIC SCALE: 1" = 8'

808
16



GRAPHIC SCALE: 1" = 8'

808
16



GRAPHIC SCALE: 1" = 16'

16016
32



GRAPHIC SCALE: 1" = 16'

16016
32



GRAPHIC SCALE: 1" = 16'

16016
32



LEGEND

4

3

1

7

1. WEATHERTRAK ET PRO SWM SMART

MODEL: WTPRO2S-24-SWM. CIM 5YA

WATER MANAGER SERIES CONTROLLER

WITHIN VANDAL RESISTANT POWDER

COATED COLD ROLLED STEEL WALL

MOUNT ENCLOSURE ASSEMBLY

W/KEY-LOCK.  SEE SPECIFICATIONS FOR

SIZE AND FINISH.

2. #6 COPPER GROUND WIRE IN CONDUIT.

CONNECT TO BUILDING GROUND AS

REQUIRED BY NATIONAL AND LOCAL

ELECTRICAL CODES.

3. 1-1/2" PVC SCH. 40 CONTROL WIRE

CONDUIT.

4. FINISH GRADE IN LANDSCAPE AREA.

5. 1-1/2" PVC LONG SWEEP ELL AND

CONDUIT. - SIZE AS REQUIRED.

6. LOW VOLTAGE CONTROL WIRING FROM

AUTOMATIC CONTROLLER TO ELECTRIC

CONTROL VALVES.

7. WALL SURFACE.  ANCHOR CONTROLLER

TO WALL PER MANUFACTURER'S

RECOMMENDATIONS.

8. "J" BOX FOR 120 VOLT CONNECTION TO

CONTROLLER TRANSFORMER.

9. LOW PROFILE ANTENNA.

10. CONTROLLER TRANSFORMER.

11. WIRED OR WIRELESS RAIN SENSOR PER

SPECS.

12. 3/4" PVC SWEEP ELL AND CONDUIT FOR

FLOW SENSOR CABLE AND MASTER

VALVE WIRES.

13. FLOW SENSOR CABLE AND MASTER

VALVE WIRES PER SPECIFICATIONS.

48"

2

9

4

5

6

SECTION

ELEVATION

1

2

10

13

8

9

13

3

6

12

MINIMUM

UPSTREAM DISTANCE

10 x FLOW METER SIZE

CONTROLLER

8" OF PEA GRAVEL

IN VALVE BOX

12" RECTANGULAR PLASTIC BOX VALVE

MASTER

VALVE

WHITE

BLUE

FLOW

METER

MIN. DOWNSTREAM

DISTANCE

5 x FLOW METER SIZE

WATERPROOF ELECTRICAL CONNECTORS

(DO NOT USE PRE-FILLED TYPE CONNECTORS)

BLACK WIRE HARNESS

BLACK

RED

NOTES:

1. INSTALL SENSOR WIRES IN 1" CONDUIT

2. MASTER VALVE & FLOW METER TO BE LOCATED

WITHIN 2000' OF CONTROLLER

3. INSTALL THRUST BLOCKS AS NECESSARY

4. INSTALL GALV. GOPHER WIRE MESH AT BOTTOM OF

VALVE BOXES TO PREVENT GOPHER INTRUSION

BED

SECTION

CONTROL

WIRING

IRRIGATION

LINE

SUPPLY

IRRIGATION

NATIVE SOILLATERAL

12"18"
18"

TRACE

WIRE

1. LAY IRRIGATION SUPPLY LINE ON NATIVE

SOIL BED UNLESS SAND BED IS SPECIFIED

2. BUNDLE AND TAPE WIRE EVERY TEN FEET

3. PROVIDE 36" COVER OVER ALL PIPE AND PIPE

SLEEVES UNDER ROADWAYS, PARKING LOTS,

ENTRANCES TO PARKING LOTS AND FIRE  ACCESS

LANES PER NFPA 24, SECTION 10.44, SEE SPECS.

4. PROVIDE SEPARATE SLEEVES FOR ALL WIRES

CROSSING UNDER ROADWAYS, PARKING LOTS AND

FIRE ACCESS LANES PER NFPA 24, SECTION 10.44,

SEE SPECS.

5. PROVIDE 18" COVERAGE OVER IRRIGATION

SUPPLY LINE AND WIRING, AND 12" COVERAGE

OVER LATERAL.

IRRIGATION SUPPLY

LINE, LATERAL

AND WIRING

IRRIGATION

SUPPLY LINE
WIRING

LATERAL

NOTES:

FINISH GRADE

8" CLASS 160 OR SCHEDULE 

80 PVC PIPE (NOTCH TO FIT

OVER MAIN LINE PIPE)

PVC MAIN LINE

PEA GRAVEL

BRICK-2 TOTAL

GATE VALVE

SCHEDULE 80 PVC

MALE ADAPTER

10" ROUND PLASTIC BLACK

VALVE BOX WITH BOLT DOWN LID

6" 

3

4

" DRAINROCK

1. HEAT BRAND LID W/GV.  TYPICAL ON ALL BOXES.

2. GATE VALVE AND FITTINGS SHALL BE LINE SIZE UNLESS NOTED OTHERWISE.

3. PLACE 

3

4

" DIA. ROCK PRIOR TO INSTALLATION OF VALVE BOX.

4. USE TEFLON TAPE ON ALL THREADED FITTINGS.

5. INSTALL GALV. GOPHER WIRE MESH AT BOTTOM OF VALVE BOXES TO PREVENT GOPHER

INTRUSION.

NOTES:

NOTE:

SEE IRRIGATON PLAN FOR

SUGGESTED VALVE SIZES AND

GROUPING.  GROUP AS DICTATED BY

SITE CONDITIONS.

SIZE PER CONNECTING MAINLINE

SEE IRRIGATION LAYOUT

12" MIN.

CONTROLLER

AND STATION

A12 A11

12" MIN

VALVE BOX COVER

ALIGN WITH EDGE OF

PATH OR WALL

GROUND COVER

VALVE BOX

IDENTIFY ALL VALVES - PERMANENTLY MARK VALVE BOX LID WITH 2" MARKINGS

UTILIZING HEAT BRADING AS FOLLOWS:

REMOTE CONTROL VALVE - A1, A2, B1, etc. MASTER VALVE - MV

FLOW METER - FM QUICK COUPLER VALVE - QCV

AIR RELIEF VALVE - ARV FLUSH VALVE - FV

GATE VALVE - GV PULL BOX - PB

SPLICE STUB

FINISH GRADE/TOP OF MULCH

12" RECTANGULAR PLASTIC BLACK VALVE

BOX WITH COVER:

RAIN BIRD VB-STD

PRESSURE REGULATING QUICK CHECK

BASKET FILTER:

RAIN BIRD PRB-QKCHK-100

(INCLUDED IN XCZ-PRB-100-COM KIT)

30-INCH LINEAR LENGTH OF WIRE, COILED

WATERPROOF CONNECTION:

RAIN BIRD DB SERIES

1-INCH BALL VALVE (INCLUDED IN

XCZ-PRB-100-COM KIT)

ID TAG

REMOTE CONTROL VALVE:

RAIN BIRD PESB (INCLUDED IN

XCZ-PRB-100-COM KIT)

PVC SCH 40 FEMALE ADAPTOR

LATERAL PIPE

PVC SCH 80 NIPPLE (LENGTH AS

REQUIRED)

PVC SCH 40 ELL

PVC SCH 80 NIPPLE (2-INCH LENGTH,

HIDDEN) AND PVC SCH 40 ELL

PVC SCH 40 TEE OR ELL

MAINLINE PIPE

3-INCH MINIMUM DEPTH OF 3/4-INCH

WASHED GRAVEL

PVC SCH 80 NIPPLE, CLOSE (INCLUDED IN

XCZ-PRB-100-COM KIT)

GALV. GOPHER WIRE MESH

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

17

13 14 15 16

11

12

11

1
2 3

4
5 6

7
8 9

10

18

18

2.  PROVIDE 36" EXPANSION LOOP AT EACH WIRE CONNECTION

1.  BUNDLE AND TAPE WIRE EVERY 10 FEET

NOTES:

COIL WIRE FOR

EXPANSION

SCHEDULE 80 

PVC 90 ELBOW

FINISH GRADE

LATERAL

PRESSURE REGULATOR

EMITTER VALVE

3" DEPTH 1/4" PEA GRAVEL

SCHEDULE 80 PVC NIPPLE

(LENGTH AS REQUIRED)

CONTROL WIRES

MAIN LINE FITTING

MAIN LINE

WYE STRAINER W/150

MESH SCREEN AND 1/2" BALL VALVE

PRESSURE GAUGE

BRICK

3.  SIZE BOX TO INCLUDE RCV AND BALL VALVES.

RECTANGULAR PLASTIC

BLACK VALVE BOX

4.  LOCATE VALVES MIN. 4" FROM PAVED WALKWAYS.

5.  INSTALL GALV. GOPHER WIRE MESH AT BOTTOM OF VALVE BOXES TO PREVENT GOPHER INTRUSION. 

1

WALL MOUNT CONTROLLER 

NTS

2

MASTER VALVE & FLOWMETER RUN

NTS

3

TRENCHING & INSTALLATION

NTS

4

ISOLATION GATE VALVE, TYP.

NTS

5

VALVE GROUP LAYOUT, TYP.

NTS

6

VALVE BOXES

NTS

8

REMOTE CONTROL VALVE - DRIP EMITTERS, TYP.

NTS

7

REMOTE CONTROL VALVE, TYP.

NTS



FINISH GRADE

1 CUBIC FOOT PEA GRAVEL

6" ROUND VALVE BOX

LINE FLUSHING VALVE

INLINE DRIP TUBING

AIR/VACUUM RELIEF

FINISH GRADE

NOTES:

1/2" PVC TEE (SxSx7)

AIR VACUUM RELIEF VALVE CANNOT BE

CONNECTED LOWER THAN DRIPLINE

LATERALS.

BLANK DRIPLINE

(TYP.)

1.

TAG 

TAG EACH A/V RELIEF VALVE WITH A PERMANENT METAL TAG (CHRISTY

2.

OR APPROVED EQUAL) AND NUMBER TO COINCIDE WITH NUMBER

TO BE MARKED ON THE CONTROLLER AND CONTROLLER SEQUENCING.

TAG SHOULD BE PLACED HIGH ENOUGH ON PIPE/VALVE TO AVOID

BURIED IN THE SOIL (MUD).

ZONE FLUSH VALVE

PLUMBED TO DRIPLINE (TYP)

GEOFLOW MANIFOLD

CONNECTION

(PVC TO ELL)

PVC SUPPLY MANIFOLD

REMOTE CONTROL

VALVE WITH FILTER

ISLAND PERIMETER (TYP)

GEOFLOW DRIPLINE (TYP)

PERIMETER LATERALS

2" TO 4" FROM EDGE

ELL (TYP)

COMPRESSION

FV

PVC TEE (TYP)

PVC ELL (TYP)

COMPRESSION

TEE (TYP)

AV

FV

FV

AV

AV

AIR/VACUUM RELIEF VALVE.  PLUMB

TO DRIPLINE AT EACH HIGH POINT.

MIN. ONE PER PLANTER.  MULTIPLE

INSTALLATIONS MAY BE NECESSARY.

FINISH GRADE

PVC IRRIGATION MAIN

SCHEDULE 80 TOE

NIPPLE MIN. 12" LONG

DRAIN VALVE - DIRECT

BACKWASH INTO GRAVEL

SUMP

FILL INSIDE VALVE BOX WITH

PEA GRAVEL

BRASS NIPPLE LENGTH

AS REQUIRED (TYP.)

SCHEDULE 80 COUPLING

BACKFLOW ENCLOSURE PAD PLAN

UNION TYP.

SLEEVE TYP.

SUPPORT PAD

SELF CLEANING FILTER w/

HYDRAULIC CONTROLLER

AND DIAPHRAGM VALVE

FINISH GRADE TURF AREAS

FINISH GRADE GROUND COVER AREAS

SCHEDULE 40 PVC TEE

IRRIGATION MAIN LINE

6"

CURB OR PAVING EDGE

QUICK COUPLING VALVE

1/2"

1/2" REBAR STABILIZING

ROD 24" LONG

STABLIZING FITTING

LOCKING FITTING ON

QUICK COUPLING VALVE

1" SWING JOINT ASSEMBLY

w/ DOUBLE 'O' RING SEALS

AT ALL JOINTS (4 ELBOWS)

3

GEOFLOW LAYOUT

NTS

5

FILTER

NTS

4

1" AIR/VACCUM RELIEF

NTS

2

LINE FLUSHING VALVE

NTS

1

BALL VALVE

NTS

6

QUICK COUPLING VALVE

NTS



ROOT BALL

FINISH GRADE

SCHEDULE 80 PVC

NIPPLE (LENGTH AS

REQUIRED)

90 ELBOW PVC

LATERAL LINE

INSTALL BUBBLER FLUSH

ON TOP OF ROOTBALL

SEE IRRIGATION LEGEND AND PLANS FOR TYPE AND QTY

FOR EACH SHRUB/TREE

4" ID BLACK PLASTIC DRAIN

GRATE FLUSH WITH GRADE

FINISH GRADE

FLOOD BUBBLER

DRAIN ROCK

PVC SCHEDULE 80 NIPPLE 1/2"

DIAMETER (LENGTH AS

REQUIRED)

4" RIGID PERFORATED PLASTIC

DRAIN TUBING. INSTALL

TOUCHING ROOTBALL WITH

PERFORATIONS TOWARD

ROOTBALL.

NOTE: TWO

BUBBLERS PER TREE

ROOT BALL

TEE

LATERAL

LINE

SWING JOINT ASSEMBLY

1/2" DIA. SCHEDULE

80 PVC

LF

4"-6" FROM EDGE

MANUAL LINE FLUSHING VALVE

PLUMBED TO PVC 

PERIMETER LATERALS

PVC EXHAUST HEADER

AREA PERIMETER

CONNECTION

Techline START

MALE ADAPTER

PVC SUPPLY HEADER

REMOTE CONTROL

FILTER AND PRV

VALVE WITH DISC

® 

INSTALL NETAFIM DRIPLINE 2" BELOW GRADE AND STAKE DOWN EVERY 4' OR AS

REQUIRED.

SCHEDULE 40 PVC LATERAL LINE-STUB INTO EACH PLANTING AREA.

CONVERT SCH 40 PVC LATERAL LINE TO DRIPLINE WITH A NETAFIM 

3

4

" FEMALE T

ADAPTER.

NOTES: 1.

2.

3.

LF

LF

PVC SUPPLY HEADER

PVC EXHAUST HEADER

AREA PERIMETER

REMOTE CONTROL

FILTER AND PRV

VALVE WITH DISC

4" TO 6" FROM EDGE

PERIMETER LATERALS

SEE DETAIL 4 OF 4

CONNECTION

Techline START

MALE ADAPTER

CONNECTION

Techline START

PLUMBED TO PVC

MANUAL LINE FLUSHING VALVE

® 

INSTALL NETAFIM DRIPLINE 2" BELOW GRADE AND STAKE DOWN EVERY 4' OR AS

REQUIRED.

SCHEDULE 40 PVC LATERAL LINE-STUB INTO EACH PLANTING AREA.

CONVERT SCH 40 PVC LATERAL LINE TO DRIPLINE WITH A NETAFIM 

3

4

" FEMALE T

ADAPTER.

NOTES:

1.

2.

3.

NETAFIM TECHLINE CV

NATIVE SOIL

SUBGRADE

Y DIMENSION
(INCHES)

12

2" UNIFORM DEPTH

BOUNDARY AREA

EDGE OF PLANTER

X

X

TOPSOIL TO FINISH GRADE

12

X DIMENSION

(INCHES)

Y

MULCH AS SPECIFIED 

TYPICAL DIMENSIONS FOR DRIP LINE GRID LAYOUT

IN PLANTING AREAS. COORDINATE PLANTING

INSTALLATION WITH GRID LAYOUT TO AVOID

DAMAGE TO INSTALLED DRIP LINE AND TO PROVIDE

UNIFORM IRRIGATION COVERAGE. INSTALL

DRIPLINE PARALLEL TO CONTOUR LINES.

NOTE: REFER TO PLANTING PLAN FOR PLANT SPACING

LATERAL LINE

SHRUB POP-UP HEAD

FINISH GRADE

SWING JOINT w/ SINGLE 'O' RING

STREET ELBOWS AND 8" LAY LENGTH

LATERAL LINE

FINISH GRADE

TURF POP-UP HEAD

SWING JOINT w/ SINGLE 'O' RING

STREET ELBOWS AND 10" LAY LENGTH

STAPLE

BUG CAP

SPAGHETTI TUBING

BURY 6" DEEP

1 GPH EMITTERS

FLUSH VALVE AT END OF ALL LINES

(2 PER TREE)

ROOT BALL

DOUBLE BACK TUBING

w/ TUBING TIE

INSERT FITTING

STAPLE (typ.)

FLEXIBLE PVC HOSE

IN LINE EMITTER

TUBING w/ EMITTERS

SPACED AT 18".

4' DIAMETER CIRCLE

(12 LINEAL FEET)

BURY 3"

1

TREE BUBBLER DETAIL

1/2" =1'-0"

2

DEEP ROOT TREE BUBBLER

3/8"= 1'-0"

5

TECHLINE CV END FEED LAYOUT

NTS

4

TECHLINE CENTER FEED LAYOUT

NTS

6

DRIPLINE SUBGRADE INSTALLATION

NTS

7

TURF POP-UP SPRAY HEAD

NTS

8

SHRUB POP UP SPRAY HEAD

NTS

3

TREE EMITTER LAYOUT

NTS
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2x RB WIDTH

A
T

 
F

L
E

X
 
P

O
I
N

T

1
2
"
 
D

E
E

P
E

R

LODGEPOLE NATURAL PINE STAKE, SIZE AS

SPECIFIED, SET UPWIND, TRIM OFF EXCESS

STAKE ABOVE TREE TIES AS REQUIRED

24" MIN. LONG V.I.T. CINCH TREE TIE OR

APPROVED EQUAL, TWIST IN FIGURE 8 PATTERN,

NAIL @ BACK OF STAKE W/ 1" GALV. ROOFING

NAIL

SET ROOTCROWN 2" HIGHER THAN

SURROUNDING FINISH GRADE

MULCH AS SPECIFIED

6" HIGH BERM AT EDGE OF CONTAINER, EXCEPT

IN TURF AREAS

BACKFILL MIX, AS SPECIFIED

FERTILIZER TABLETS: 2'-3" BELOW SURFACE,

ADJACENT TO ROOTBALL, SEE SPECS

EXCAVATE, LOOSEN BOTTOM OF HOLE, REPLACE

EXISTING SOIL & SHIM WITH SOIL BELOW

ROOTBALL AS NECESSARY TO MAKE TRUNK

PLUMB, COMPACT SOIL BELOW ROOTBALL TO

95%, NO BACKFILL MIX UNDER ROOTBALL

D
R

I
V

E
 
U

N
T

I
L
 
S

T
A

B
L
E

R
O

O
T

B
A

L
L

TREE TO

BE SET

PLUMB

3X

BACKFILL MIX, AS SPECIFIED

EXCAVATE, LOOSEN BOTTOM OF HOLE, REPLACE

EXISTING  SOIL & FOOT TAMP NO BACKFILL UNDER

ROOTBALL

SET ROOT CROWN HIGHER THAN FINISH GRADE PER

SPECIFICATIONS

MULCH, AS SPECIFIED

AMENDED SITE SOIL (SEE SPECS)

R
O

O
T

B
A

L
L
 
+

1
2
"

FERTILIZER TABLETS: 3" BELOW

SURFACE, ADJUST TO ROOTBALL

SHRUB, SEE PLANTING PLAN

SEE PLANTING PLAN

2x WIDTH OF

ROOTBALL MIN.

1
2
"
 
D

E
E

P
E

R
 
T

H
A

N

R
O

O
T

B
A

L
L
 
M

I
N

.

SET ROOT CROWN  HIGHER THAN FINISH GRADE PER

SPECIFICATIONS

MULCH-AS SPECIED

6" HIGH BERM @ EDGE OF CONTAINER EXCEPT WHERE

GRASS IS PLANTED AS A GROUND COVER

BACKFILL MIX, AS REQUIRED

EXCAVATE, LOOSEN BOTTOM OF HOLE, REPLACE

EXISTING SOIL AND FOOT TAMP, NO AMMENDED BACKFILL

UNDER ROOTBALL

FERTILIZER TABLETS: 2"-3" BELOW SURFACE, ADJACENT

TO ROOTBALL, SEE SPEC

SECTION

GRASS, SEE PLANTING PLAN.

1
8
"

CONCRETE PAVING

FINISH GRADE SEE PLANTING SPECS.

DEEP ROOT BARRIER. SEE SPECS. PLACE AGAINST

CONC. WALK. TOP OF BARRIER TO BE AT GRADE.

(ROOT DEFLECTORS TOWARDS TREE)

NOTE: ROOT BARRIERS TO BE INSTALLED AT  WALKS

AND CURBS WHERE TREES ARE LOCATED WITHIN

5'-0" OF  PAVING, FOR A DISTANCE OF 8'-0" MIN. EACH

SIDE OF TREE

CURB, WALK, BUILDING,

OR PLANTING EDGE

FULL DISTANCE OF

SPACING

PLANTING

SPACING

E

Q

U

A

L

E

Q

U

A

L

EQUAL

TURF SOD

12" AMMENDED SOIL

COMPACTED SUBGRADE

1
2
"

FINISH GRADE OF PLANTING

AREA

STEEL LANDSCAPE EDGING,

SET 

1

2

" ABOVE FINISH GRADE,

SEE SPECS

STAKE PER MFG. REQUIREMENT

NOTE:

INSTALL HEADER BETWEEN ALL TURF AREAS

AND GROUNDCOVER / SHRUB AREAS.

SEE PLANS FOR LOCATIONS.

TURF

1

TREE PLANTING

1"=1'-0"

3

GRASS PLANTING

1"=1'-0"

2

SHRUB & GROUNDCOVER PLANTING

1"=1'-0"

4

TREE ROOT BARRIER

NTS

5

PLANT LAYOUT, TYP

3/4"=1'-0"

6

TURF

1 1/2"=1'-0"

7

LANDSCAPE HEADER, TYP.

NTS


